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Comm 62.0001 Standards.

The design, construction,

Comm 62.0202 Definitions. (1) ApbpITIONS. These are
departmentlefinitions in addition to the definitions in IBC section
202:

(a) “Air barrier” means a material or combination of materials

and maintenancef public buildings and places of employmengollectively having a maximum air leakage rate of 0.06 cfift.
shallcomply with s. Comm 61.05, except as provided in this co@&0.30 in. HO, when tested in accordance with ASTM E 783,

andch. Comm 14.
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

Comm 62.0100 Administration.

ands. Comm 62.3408 corresponds to IBC section 3408.

(1) GeENERAL. Except
for therequirements in IBC sections 102.4 ai& lthe require
mentsin IBC chapter 1 are not included as part of this code.

Note: Thesections in this chapter are generally numbered to correspond with {}%ionalregister of historic places in
sectionnumbering in the IBC; e.g., s. Comm 62.020&responds to IBC section 202,

installedto resist air leakage into the exterior envelope.

(b) “Historic building” means a “qualified historleuilding”

asdefined in s. Comm 70.17 (15).
Note: Section Comm 70.17 (15) reads as follows: “ ‘Qualified historic building’

meansa building which is:

“(a) Listed on, or nominated by the state historical societyigting on, the
g¢onsin;

“(b) Included in a district which is listed on, or has been nominated by the state
historical society for listing on, the national register of historic placessoaf’sin,

Note: As used throughout this code, “not included as part of this code” is intend@i has been determined by the state historical sotdetpntribute to the historic
to convey that the referenced requirements are not incorporated herein, and theréfgRificanceof the district;

cannotbe enforced through this code. Howevecal ordinancesay include the

referencedequirements, as specified in s. Comm 61.03.

(2) UNSAFESTRUCTURESAND EQUIPMENT. This is adepartment
rule in addition to the requirements in IBC sectidtbl The
requirementsn IBC section 15 applyto all public buildings and
structuresand places of employment, that exist before, on, or a

the effective date of this code.
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

“(c) Listed on a certified municipal register of historic property; or

“(d) Included in a district which is listed on a certified municieaiister of his
toric property and has been determined by the municipality to contribute to the his
toric significance of the district.”

(c) “IBC and International Building Code” mean the 2000 edi

#ign of thelnternational Building Code, as adopted and modified

in this code.
(d) “ICC Electrical Code” means ch. Comm 16.

RegisterDecember 2001 No. 552
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(e) “IECC and International Engy Conservation Code” mean residentialfacility serving three to eight unrelated adults shall
the 2000 edition of thelnternational Enegy Conservation complywith chs. Comm 20 to 25 instead of all other requirements
Codé’, as adopted and modified in this code. of this code.

(f) “IFC and International Fire Code” mean the 2000 edition History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
of thelnternational Fire Codé’,

(g) “IFGC and International Fuel Gas Code” mean the 2099
edition of thelnternational Fuel Gas Code as adopted and mod 4011

ified in this code. ; " ) ) )
" . . . Note: See ch. Comm 10 for additional requirements for motor vehicle service sta
(h) “IMC and International Mechanical Code” mean the 200fbnsand for storage, handling, processing and transporting of flammable and com

edition of theInternational Mechanical Codg as adopted and bustibleliquids. .
modifiedin this code. History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02.

81(i) é‘I7PC and International Plumbing Codefean chs. Comm  ~qmnm 62.0402 Lease plan. The requirements in IBC

to - ) ) , section402.3 are not included as part of this code.

() “IPSC and International Private Sewage Code” nee  History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
Comm81 to 87. ] ) o

(k) “Multifamily dwelling” has the meaning given in s. Comm 62.0403 High-rise buildings. (1) AuTomaTiC
101.971(2), Stats. SPRINKLERSFORHIGH-RISEAND DORMITORY BUILDINGS. Theseare

Note: Section 101.971 (2), Stats., readsfallows: * ‘Multifamily dwelling’  departmentinformational notes tde used under IBC section
meansan apartment building, rowhouse, town hoesedominium or manufactured 403.2:
building, as defined in s. 101.71 (6), that does not exceed 60 feet in height or 6 storieﬁ
andthat consists of 3 or more attached dwelling units the initial construction of whiﬁ{g
is begun on or after January 1, 1993. ‘Multifamily dwelling’ does not inclfédeila requirementioes not apply to open parking structures

ity licensed under ch. 50.” . . . Note: Under s. 101.14 (4) (b) Stats., an automatic sprinkler system must be
(2) SussTiTuTiONS. Substitute the following definitions for installedby January 1, 2006, on each floor of all University étinsin System resi

the corresponding definitions listed in IBC section 202: dencehalls and dormitories/hich are over 60 feet tall and for which initial construc

« n tion was begun prior to April 26, 2000.
(a) “Approved” means acceptable to the department. (2) FUEL suPPLYFOR STANDBY POWER. Substitute the follow

(b) “Dwelling unit” has the meaning given in s. 101.61 (1)ng wording for the exception in IBC section 403.10.1Vhere

Stats. ; ; +h nineli
Note: Section 101.61 (1), Stats., reads in part: “ ‘Dwelling unit’ means astructutrge system Is supplled with plpellne natural gas.

or that part of a structure which is used or intended to be used as a home, residen'f.lgtory: CR 00-179: crRegister December 2001 No. 552, eff. 7-1-02.
or sleeping place by one person or by 2 or more pens@iistaining a common . . .
householdto the exclusion of all others.” Comm 62.0406 Special hazards in parking garages.

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. Substitutethe following wording for the requirements and excep
o tion in IBC section 406.2.8:

Comm 62.0310 Use and occupancy classification. (1) Exceptas provided in subs. (2) and (3), fuel-fired appli
Thisis a department informational note to be used under IBC sggicesshall be located in@om that is separated from the parking
t|oNnt312.2. Comm 61.02 Notes for statutory definiions of iy | garageby construction which will form a solid barrier between the

ote: see s. Comm . otes Tor statutory definitions o y home an
community-based residential facilitpee s. Comm 62.0202 fdefinitions of dwel room and the garage. Entr.ance to the. room shall be from the out
ing unit and multifamily dwelling. side,or by means of a vestibule creating a two-doorway separa

History: CR 00-179: ct Register December 2001 No. 552, eff. 7-1-02. tion, with both doors self-closing.

. . . (2) Unit heaters maye suspended in a parking garage in
Comm 62.0400 Special detailed requirements accordancavith the IMC.

based on use and occupancy . These are departmentrulesin 3y A singleinterior self-closing door shall be allowed pro
additionto the requirements in IBC chapter 4: videdthe sources of ignition in the appliance are at least 18 inches
(1) FIREWORKS, BLACK POWDER AND EXPLOSIVE MATERIALS.  ahovethe floor
Fireworks,black powder anéxplosive materials shall be stored History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
and isolated in accordance with chs. Comm 7 and Comm 14. _ _ )
(2) RECYCLING SPACE. An owner of a building shall provide a  Comm 62.0414  Information required.  The require
separateoom or designated space within or adjacent to the-buifgtentsin IBC section 414.1.3 are not included as part of this code.
ing for the separation, temporary storage and collection of r(:'.‘CyHlstory. CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02.

clable materials that are likely to be generated by the building Comm 62.0415 Hazardous materials.  Substitute the

occupantsunder any.of the foIIowmg_ cgndmons. following wording for thecorresponding definition in IBC section
(@) The construction of a new building. 415.2: Immediately dangerous to life and health (IDLHJhe
(b) Anincrease in the existing area of a building that increasesncentratiorof air-borne contaminants which poses a threat of
the gross floor area of the structure by 50 percent or more.  death,mmediate or delayegermanent adverse healtfeets, or
(c) An alteration o650 percent or more of the existing area oéffectswhich could prevent escape from such an environment.
a building that is 10,000 square feet or more in area. This contaminant concentratiofevel is established by the
Note: See Appendix B for guidelines for recommended designated areas.  National Institute of Occupational Safety and Health based

Note: The collection and temporary storage of recyclable materials that are fl ici ili i i
mable or combustible is regulated by ch. Comm 14. Storage of liquids that are flég;rrk?th toxicity and ﬂammablllty It generally 1S expressed In parts

mableor combustible is regulated by ch. Comm 10. Owners of buildings where th&%r.mi”ion by volume, or milligrams per cubic meter
materialsare stored should consult those chapters for isolation, removal and storagdistory: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
standards.

(3) LuncHrooms. A space for eating luncheshall be preo Comm 62.0500 Fire apparatus access. Theseare
videdin all places of employment where there is exposure te injdepartmentules in addition to theequirements in IBC chapter 5:
riousdusts, toxic material and industrial poisons. Such space shal(1) GeNeEraL. Unobstructed fire lanes thate accessible from
be physically separatfom any location where there is exposura public road shall bprovided for every facilitybuilding or por
to toxic materials. @ilet rooms shall not be permitted to serve ason of a building in accordance with this code.
lunchrooms. (2) ExTENT. (a) 1. Except as provided in pén), the fire lane

(4) CoMMUNITY-BASED RESIDENTIALFACILITIES. A newlycon  shall extend to within 150 feet of all portions of the building or
structedbuilding or portion thereof that is a community—basethcility or any portion of the exterior wall of the first story as mea

Comm 62.0401 Chapter Comm 10 compliance.  This
a department informational note to be used under IBC section

ote: Under s. 101.14 (4) (b) Btats., an automatic sprinkler system must be
talledthroughout every building that is more than 60 feet in height, except this

RegisterDecember 2001 No. 552
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suredby an approved route around the exterior of the building lic way, to a permanent no—build easement lorép an imaginary
facility. line between two buildings on the same propefie distance

2. Where any part of the building or facility is more tigin Shallbe measured at right angles from the lot line.
feetabove the lowest level of firgpparatus access, the fire lane History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
shall also be parallel to one entire side of the buildingaility ) ) ) )
with the near edge of the fire lane within 30 feet of the buildin% Comm 62.0703 Fire-resistance ratings. Substitute
or facility on that parallel side. thefollowing wording for the requirements, but the exception,
in IBC section 703.2: The fire—resistance ratifigpuilding ele
mentsshall be determined imccordance with the test procedures
1. The building is equipped with a complete automatic firsetfor’gh in ASTM E 19 or in accordance with IBC section 703.3.
sprinklersvstem 9 quipp P Materialsand methods of constructiarsed to protect joints and
P y ) o ) penetrationsn fire—resistance-rated building elements shall not
2. A code-complyingire lane cannot be provided due toredycethe required fire—resistance rating.

locationon propertytopographygrades, waterways or other Sim  pistory: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
ilar conditions, and an approved alternative means of fire protec

(b) The fire code ditial may increase the dimension 150
feetwhere any one of the following conditions are met:

tion is provided. _ . Comm 62.0704 Connections between buildings.
(3) Dimensions. (a) A fire lane shall have a minimum urob This is a department exception to the requirements in IBC section
structedvertical clearance of 13.5 feet. 704.1: This section does not apply to connections between build

(b) Buildings or facilities with any parhore than 30 feet above ings, that are in compliance with IBC section 3104.
the lowest level of fire apparatus access shall be providedawith History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
fire lane capable of accommodating aerial fire apparatus. - Over
headpower or utility lines may not be located across or within a Comm 62.0705 Fire wall identification. Theseare
fire lane for aerial fire apparatus. departmentules in addition tahe requirements in IBC section

(c) Except as provided in pars. (d) and (e), a fire lane shalll ha:
aminimum unobstructed width of 20 feet. (1) PurpPosE. Pursuant ts. 101.135, Stats., the purpose of this
(d) Where a firenydrant is provided to supply fire apparatu§_ectionis to establish uniform standards fbe identification of
on the fire lane, the minimum unobstructed width shalP6 feet fire walls on the exterior of buildings.
for a minimum distance of 20 feet on each side of the fire hydrant.(2) MuNICIPAL ORDINANCE. A city, village or town may by
(e) Where any part of the building or facility is more than 3grdinancerequire owners to identify the location of a fire wall at
feetabove the lowesevel of fire apparatus access, the minimurfne exterior wall of a building with a sign.
unobstructedvidth of thefire lane parallel to one side of the build  (3) SiGN REQUIREMENTS. (&) General. The sign shall consist
ing or facility as required under sub. (2) (a) 2., shall be 26 feeof 3 circles arranged vertically on the exterior wall, marking the
(4) TURNING RADIUS. The inside turning radius affire lane locationof the fire wall and centered on the fire wall. The circles
shallbe 28 feet or as determined by the fire codieiaf. shalleither be dixed directly to the surface of thiilding or may
(5) DeAD ENDs. A dead—end fire lane that is longer than 158e placed ora background material that idiséd to the building.

feetshall terminate in a turnaround area which consists of one of(P) Size of cicle. Each circle shalbe the same size. The diam
thefollowing: eterof the circle shall be at least 1 1/2 inches, but no gréear

(@) A cul-de-sac with a minimum diameter of 70 feet. 2 inches. . . .
. L . (c) Spacing. The circles shall be spaced equal distance
(b) A 45 degree wye with a minimum length60 feet per side. apart. The distance measured from the top of the uppermost circle
(c) A 90 degree tee with a minimum length of 60 feet per side. the bottom of the lowermosircle shall be no more than 12
(6) SGNAGE. The fire code dicial may require the installa inches.
tion and maintenance of signs related to fire lanes. (d) Color. The color of the circle shall be red, amber (orange-
(7) GATES AND BARRICADES. (@) The firecode oficial may Yellow) or white (clear) and shall be reflective. Tdwor of the
requirethe installation, maintenance, securement andgemey ~ Circle shall contrast with the color of the background.
operabilityof gates or barricades across a fire lane. History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

(b) Security gates may be installacross fire lanes subjectto  comm 62.0712 Fire test criteria.  Substitute the follow
the approval of the fire code fifial. ing wording for the requirements, but not the exception, in IBC
(8) SurrAck. Fire lanes shall be designed, installed and maigection 712.3:  Fire—resistant joint systems shall be tested
tainedto support the imposed loadsfié apparatus and shall beaccordancavith the requirements of UL 2079. Nonsymmetrical
surfacedo provide all-weather driving capabilities. wall joint systems shall be tested with both faces exposed to the
(9) BRIDGESAND ELEVATED SURFACES. Bridges or elevated sur furnace,and the assigned fire—resistance rating shall be the short

facesthat are part of a fire lane shall be designed for a live loggtduration obtained from the two tests. When evidence is fur
sufficientto carry the imposed load of the fire apparatus. nishedto show that the wall was tested with the least fire—resistant

(10) GraDE. The grade of the fire lane shall be approved jdeexposedo the furnace, the wall need not be subjected to tests

: ; . m the opposite side.
tst?t%ftlcr)%ggt(’jaepggmal based on the fire department apparatus ai History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

(11) TiminG. Required fire lanes shall be provided prior to the comm 62.0715 Smoke dampers in health care facili -
placemenbf combustible materials at the building site, ordbe  ties. This is an additional department exception torégiire
structionof any portion of a building or facility above the footingments in IBC section 715.5.5: Smoke dampers are not required

andfoundation. in Group 1-2 duct penetrations of smoke barriers in fdligted
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. HVAC systems.

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
Comm 62.0702 Fire separation distance.  Substitute
the following definition for the correspondirdgfinition listed in Comm 62.0719 Minimum protection for floor and
IBC section 702: Thdistance measured from the building face tooof systems. This is a departmenule in addition to the
the closest interiofot line, to the centerline of a street alley orpubrequirementsn IBC Table 719.1(3):

RegisterDecember 2001 No. 552


http://docs.legis.wisconsin.gov/code/admin_code

File inserted into Admin. Code 1-1-2002. May not be current beginning 1 month after insert date. For current adm. code see:
http://docs.legis.wisconsin.gov/code/admin_code
Comm 62.0719 WISCONSINADMINISTRATIVE CODE 40

IBC TABLE 719.1(3)
MINIMUM PROTECTION FOR FLOOR AND ROOF SYSTEMS
(Partial Table)

THICKNESS OF MINIMUM THICKNESS

FLOOR OR ROOF CON- CEILING CONSTRUCTION FLOOR ORROOF | r g1 NG (inches), FOR
STRUCTION SLAB (inches), FOR 1-HOUR RATING
1-HOUR RATING
Line 22. Steel joists, floor trussgesBaselayer 5/8—inch ¥pe X gypsum Varies 11/4

and flat or pitched roof trusses | poard applied at right angles to steel
spaced a maximum 24 inches Ohframing 24 inches on center with 1-inch
center with 1/2-inch wood struc | 1y 56 S grywall screws spaced 24 inches

tural panels with exterior glue .
applied at right angles to top of | ©" center Face layeb/8-inch ype X

joist or top chord of trusses with| 9YPSUm board applied at right angles t
No. 8 screws. The wood struc | Steel framing attached through base layer

tural panel thickness shall not be with 1 5/8-inch Jpe S drywall screws
less than nominal 1/2—inch nor | 12 inches on center at end joints and
less than required by IBC chaptetintermediate joints and 1 1/2—-inclype
22. G drywall screws 12 inches on center
placed 2 inches back on either side of
face layer end Joints. Joints of the face
layer are dket 24 inches frorthejoints
of the base layer

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

Comm 62.0720 Additional protection.  Substitute the following wording for the requiremantt8C section 720.6.2.5 and
IBC Table 720.6.2(5): IBCdble 720.6.2(5) indicates the time increments to be addkd fwe resistance where glass filveckwool,
slagmineral wool, or cellulose insulation is incorporated in the assembly

[=]

IBC TABLE 720.6.2(5)
TIME ASSIGNED FOR ADDITIONAL PROTECTION

DESCRIPTION OF ADDITIONAL PROTECTION FIRE RESISTANCE (minutes)

Add to the fire resistance rating of wood stud walls if the spaces 15
between the studs are completely filled with glass fiber mineral
wool batts weighing not less than 2 Ib./cu ft (0.6 Ib/sq ft of wall
surface), or rockwool or slag mineral wool batts weighing not less
than 3.3 Ib/cu ft (1 Ib/sq ft of wall surface), or cellulose insulation
having a nominal density not less than 2.6 Ib/cu ft.
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

Comm 62.0901 Fire protection systems. (1) MobiFi-  groundis a network of specially sized or hydraulically designed piping installed

: ; R ; a building, structure or area, generally overhead, and to which sprinklers are con
CATIONS.  Substitute the following informational note fére nectedin a systematic patterr.he system includes a controlling valve and a device

requirementsn IBC section 901.3. for actuating an alarm when the system is in operation. The system is usually acti
Note: See chs. Comm 1ahd 61 for requirements to shut down, imp@move vated by heat from a fire and discpes water over the fire area.”
or modify fire protection systems. History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
(2) FIRE HOSETHREADS. These are department informational o )
notesto be used under IBC section 901.4: Comm 62.0903 Automatic fire sprinkler systems.

Note: Section 213.15, Stats., regulates fire hose threads and fittings and readslds ALTERNATIVE PROTECTION. Substitute the following wording
follows: “All fire hose fittings, apparatus fittings, 1.5 and 2.5 inches in diameter pufpr the requirement'ﬂ] IBC section 903.1.1: Alternative auto

chased or procured by a fire department or fire company shall be of the national A Avt i ; ; ;
dardhose thread as adopted by the national fire proteasisociation. No fire depart Sllﬁ%(tlc fire—extinguishing systems complying with IBC section

mentshall utilize hose and equipment not in conformance with the requirement t24 shall bepermitted in lieu of automatic sprinkler protection

all threads shall be national standard hose thread as adopted by the nationalfivererecognized by the applicable standard.

protectionassociation. Any personfefing for sale nonstandard hose couplings, fit . . .

tings or apparatus fittings may be fined not less than $100 nor more than $500.” (2) MULTIFAMILY DWELLINGS. For mU|t|fam||y dwellings only
Note: NFRA 1963 contains the specifications for national standard hose threagubstitutethe following wording for the requirements, but not the

History: CR 00-179: ct Register December 2001 No. 552, eff. 7-1-02. exception,in IBC section 903.2.8: An automatic fire sprinkler

L . . . systemor 2-hour fire resistance shall be provided in every multi
_Comm 62.0902 Definition. Substitute the following defi 5 mily gwelling that contains floor areas or dwelling units exeeed
nition and informational note for the corresponding deflnltloqhg any of the thresholds established able 62.0903. The floor

listed in IBC section 902.1: "Automatic sprinkler system” ofyreasipecified in the thresholds do not include any of the follow
Automatic fire sprinkler system” has the meaning giversin

ing:
145.01(2), Stats. . . . o
Note: Section 145.01 (2), Stats., reads as follows: “ ‘Automatic fire sprinkler sys (a) Areas that are outside a buﬂdmg, fas in the foIIowmg.
tem,’ for fire protection purposesjeans an integrated system of ugdeund and . Porches that are open to the outside atmosphere.
overheadpiping designed in accordance with fire protection engineering standards. 2. Exterior stairs
The system includes a suitable water supplich as a gravity tank, fire pump, reser ) . '
voir or pressure tank or connectibeginning at the supply side of an approved gate Exterior platforms.
valve located at or near the property liwbere the pipe or piping system provides Exterior landings
Exterior decks.

[EnY

waterused exclusively for fire protection and related appurtenances staohtipipes
connectedo automatic sprinkler systems. The portion of the sprinkler system above

akrw
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(b) An attached garage that meetoéthe following criteria: 4. Is separated from the remainder of the building by at least
1. Has a floor area of 600 square feet or less. 1-hourrated fire—resistive construction.
2. Serves a single dwelling unit. Note: Housing units that receive federal funding rbayrequired by federal regu

. . . lationsto have sprinkler protection regardless of building size.
3. Is accessed directly from the dwelling unit.

TABLE 62.0903
Thresholds Above Which a Sprinkler System or 2-Hour Fi& Resistance Is Requéd in a Multifamily Dwelling

Total Floor Total Floor Area of Nondwelling Unit Portions
) Area Wthin Number (Common use aeas, such as corridors,
Classof Construction Individual _ stairways, basements, cellars, vestibules,
Dwelling Units of Units community rooms, laundry rooms, pools, etc.)
TypelA 16,000 sq ft
Type 1B 12,000 sq ft
Type lIA 8,000 sq ft
Type IIB 16,000 sq ft 20 units
Type llI
P 5,600 sq ft
Type IV
Type \A
Type VB 4,800 sq ft
(3) UNIVERSITY DORMITORIES. This is a department informa b. At the fire department connection.
tional note to be used under IBC section 903.2.8: c. At all valves and hose outlets.

Note: Under s. 101.14 (4) (b) 3., Stats., an automatic sprinkler system must be . : PSS ;
installedat the time of construction of each floor of any University afddhsin Sys 4. The manual wet sprlnkl_er .SyStem. demmSta”atlon.
temresidence hall or dormitory that is construcagigr April 26, 2000, regardless Shall comply with the automatic fire sprlnkler system require
of the height of the building. mentsof NFFA 13 or NFRA 13R, as applicable, except that the

(4) ExemPT LOCATIONS. Substitute the following wording for Systemcomprised of the pilot line, fire department connection and
exemptlocation 2 in IBC section 903.3.1.1.1: Arpom or space fire department apparatus is considered as the approstst
wheresprinklers are considered undesirable becafi$e nature Supplyfor the system. _ _
of the contents, where approved by the department. 5. A manual-wet sprinkler system shall be supplied with

(5) FiRE DEPARTMENT CONNECTION. Substitute thdollowing ~ aterthrough the fire department connection using fire depart
wording for the requirements in IBGection 903.3.7: The fire MeNtapparatus. _
departmentonnection shall be installed in an accessible Iocati%n 6. The plumbing well, water service and pressure tank shall
acceptabldo the fire chief. eof asize and capacity to supply the hydraulically most remote

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02 sprinklerwith the required waterflow and pressure for a minimum

' ' R ' of 10 minutes.

Comm 62.0904 Alternative automatic fire—extin - 7. A pilot line shall be connected from the manual-wet sprin
guishing systems. These are department rules in addition tbler system to the plumbing water supplstem at the well pres
the requirements in IBC section 904: suretank. The pilot line shalle of a size that is adequate to supply

(1) WATERMIST FIREPROTECTIONSYSTEMS. Where a watemist the hydraulically mo'_st remote sprinkler in the _system.
8. The connection of a manual-wet sprinkler system to a

fire protection system is installed, it shall compigh NFFA 750. . >
plumbing water supply system shall be protected against-back
(2) MANUAL-WET SPRINKLERSYSTEMS. (@) Whee allowed A fiow conditions in accordance with s. Comm 82.41.

manual-wesprinkler systenmay not be installed in a building g The actuation of any sprinklar the system shall operate

unlessall of the followin.g.conditions are met: the waterflow indicating device, which shall initiate a fire alarm
1. There is no municipal water system available to serve téthin the building.

property. _ o _ ) 10. Upon actuation of the building fire alarm, a fire alarm sig
2. There is no provision under this code that requires thel shall besent automatically to the fire department providing
building or a portion of the buildingo have an automatic fire fire protection to the building.

sprinklersystem. (c) Installer qualifications. Theinstallation or alteration of a
3. The municipality where the building is to loeated has an manual-wetsprinkler system shall be performed by a licensed
adoptedordinance that requires the installation of manual-wéidividual as specifiedor the installation of an automatic fire
sprinkler systems andequires these systems to meet the provéprinklersystem under subch. V of ch. Comm 5.
sionsof this subsection. History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
(b) General equirements.1. A building protected with a . .
manual-wesprinklersystem shall be considered unsprinklered Comm 62.0907 Fire alarm and detection systems.
underall other code provisions. (1) CoNSTRUCTIONDOCUMENTS. The requirements in IBC section

2. Eachmanual-wet sprinkler system shall be provided wit07-1.1are not included as part of this code. .
a fire department connection. The fire department connection(2) SMOKEALARMS. These are department informationates
shallbeinstalled in an accessible location acceptable to the fii@be used under IBC section 907.2.10 (intro.):

chief. Note: Section 101.145 (2) and (3) (Dtats., addresses installation of smoke
- - detectorsand reads as follows: Section 101.145 (2) “A smoke detector required
3. Al abovegrou‘l‘nd system pipirthroughout th? building ynderthis section shall be approved by underwriters laborztory
shallbe labeled as a “manual-wet sprinkler system.” Labels shall(3) (a) “The owner of a residential building shall install any smdéector

beplaced at all of the following locations: requiredunder this section according to the directions and specifications of the

L R manufactureof the smoke detectdr
a. On the piping at intervals of not mdiean 25 feet and at "\ oe: section 101.145 (4), Stats., addresses retroactivity requirements fer build

eachside where the piping passes through a wall, floor or roofngs constructegrior to the dctive date of this section. This statute section states
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‘l‘)T?e owner of f? reiaidegtsiallg%dinﬁ tlfIIE ir:ithal anstr,u?ti,on Off Whtipbdﬁ?menﬁe% . Comm 62.1005 Guard tower exiting. This is an addi
efore,on or after May 23, , shall install and maintain a functional smoke de ; ; ; ;

tor in the basement and at the hedny stairway on each floor level of the buildingﬂbnal depanme.”t exception to the requirements in IBC section
andshall install a functional smoke detector either in each sleeping room of each df#05.2.2: Buildings of Group 1-3 occupancy that are used as
or elsewhere in the unit within 6 feet of each sleeping area and not in a kitchen.guardtowers, provided they are no taller than two stories, have no

Notg: Und_e( section 101.145 (1Y), Stats., “slleeping area” means the area of thenore than 10 occupants, and have a travel distance of no more
[dwelling] unit in which the bedrooms or sleeping rooms are located. Bedrooms,qr. n75 feet

sleepingrooms separated by another use area such as a kitchen or living room ares&p; )
aratesleeping areas but bedrooms or sleeping rooms separated by a bathroom are htitory: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
separatesleeping areas.

(3) PROTECTIVECOVERS. Substitute the following wording for ~ Comm 62.1006 ~ Safe dispersal areas. This is adepart

the requirements in IBC section 907.3.5: The buildirficizf is mentrule in additionto the requirements in IBC section 1006.2:
authorizedto require the installation of listedanual fire alarm Onsites where a public way is more than 100 feet from the-build
box protective covers to prevent malicious faéarms or provide NG, the exit dischare may lead to a safe dispersal area such as a
the manual fire alarm box with protection from physical damag@arkinglot or fire access lane. The safe dispersal area may not be
The protective cover shall be transparent or red in color with!gsS than 50 feet from the building served and shall bgelar
transparentace to permit visibility of the manual fire alarm box.€noughto accommodate all occupamtthe building, based on
Eachcover shall include proper operating instructions. atleast 3 square feet of area per occupant.

History: CR 00-179: cr Register December 2001 No. 552, eff, 7-1-02. History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

Comm 62.1101 Accessibility.  Substitute the following
Comm 62.0909 Smoke control systems. (1) INSPEG  ording for the requirements in IBC sectith01.2: Buildings
TION AND TESTREQUIREMENTS. Substitute the following wording gndfacilities shall be designed and constructed to be accessible in
for the requirements in IBC section 909.3: In addition to the or@{ccordancenith this chaptemwith ICC/ANSI A117.1 and with the
nary inspection and test requirements that buildings, structurgfiowing changes, additions, or omissions to the ICC/ANSI
andparts thereof are required to urgtgrsmoke control systems A117.1 requirements:
subjectto the provisions of IBC section 988all undego inspee (1) DOORSAND DOORWAYS. This is a department informational

tionsand tests sfi€ient to verify the proper commissioning of thenoteto be used under ICC/ANSI AT.1 section 1003:
smokecontrol deS|gn in its finahstalled condition. The deS|gn Note: In accordance with 401.132 (2) (a) 4., Stats., a renter of a dwelling unit

submission accompanying the construction documents shadlcovered multifamily housing may request the landlord to install lever door handles
clearly detail procedures and methodsbe used and the itemsonany doors inside the dwelling unit or install single-lever controls on any plumbing
subjectto such inspections and tests. Such Commissioning s { “{resused by the renterThese requests shall be provided by the landlord at no

. i . . itionalcost to the renter
be in accordance with generally accepted engineering practice ;y gperapeconTroLS. This is a department rule in addition

and,where possiblepased on published standards for the particy, s requirements in ICC/AN®(117.1 section 1003.9: Circuit

lar testing involved. _ controls, when provided for use by the tenants, shall comply with
(2) INSPECTIONSFOR SMOKE CONTROL. Substitute the follow |CC/ANSI A117.1 sections 309.2 and 309.3.

ing wording for the requirements in IBC section 909.1&&oke History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

control systems shall be tested by a qualified agency

(3) ScopPeoF TESTING. Substitute the following wordinfpr
therequirements in IBC section 909.18.8.1: Inspections shall
conductedn accordance with the following:

(a) During erection of ductwork and prior to concealnfent
the purposes of leakage testing and recording of ddeaaion.

(b) Prior to occupancy and after Bcient completion for the
purpose®f pressure—diérence testing, flow measurements, anﬁ
detectionand control verification. 0

(4) QuaLiFicaTIONS. Substitute the following wording for the
requirementsn IBC section 909.18.8.2: Inspection agencies f

smokecontrol shall have expertise in fire protect@mgineering, {jon ailities and airports (Grou—3 or Group B) or multiple
mechanicakngineering and certification as air balancers. tenantfacilities of Group M.

(5) RePORTFILING. Substitute the following wording for the (b) In Groups A, |, R and S occupancies and care facilities in

requirementsn IBC section 909.18.8.3.1: A copy of the finalaccordancawith IBC section 107.4, levels that do not contain
reportshall be maintained and made available to the buildiirg Ofaccessib|@|ements or other spaces required by IBC secfi6id 1

Comm 62.1104 Multilevel buildings and facilities.
wbstitutethe following wording for the requirements and excep
ionsin IBC section 104.4:

(1) AccessiBLEROUTE. Except as specified in sub. (2), at least
one accessible route shall connect each level, including mezza
nines,in all multilevel buildings and facilities.

(2) ExcepTions (a) An accessible route is not required to
ors that are above and below accessible levels and that have an
aggregate area of not more than 3,000 square feet unless the level
containsoffices of health care providers (GroupoB Group ),
Yovernment-owneor operated facilities, passenger transporta

cial upon request. arenot required to be served by an accessible route from an acces
(6) SvsTEM ACCEPTANCE. The requirements in IBC sectionsiblelevel.
909.19are not included as part of this code. (c) An accessible route is not required to levels located above

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. or below the accessible level in government—-owned or operated
buildingsor facilities which are leghan three stories and which
Comm 62.1003 Egress for outdoor areas.  Substitute arenot open to the general public, if the floor level above or below
the following wording for the requirements, but not tecep theaccessible level has a capacity of no more than 5 persons and
tions, in IBC section 1003.2.2.10: a¥ds, patioscourts and simi IS less than 500 square feet in area. The floor level above or below
lar outdoor areas accessible to and usable by the building oc¥l¢ accessible level that is less than 500 square feet shall have a
pantsshall be provided with means of egressaagiired by IBC Signstating a maximum capacity of 5 persons, and the sign shall
chapter10. The occupant load sfich outdoor areas shall beP€ placed in a conspicuous location at the main entrance to the
basedon the- amiCipatEd use. Where outdoor area$ are to be Li%%ﬂel:e\éf;;nples includdrawbridge towers and boat fiaftowers, lock and dam
by persons in addition to the occupants of the building, and trol stations, press boxes, and train dispatching towers. '
pathof egress travel from theutdoor areas passes through the History: CR 00-179: ct Register December 2001 No. 552, eff. 7-1-02.
building, means of egress requirements for the building shall be )
basedon the sum of the occupant loaafsthe building plus the ~ Comm 62.1106 Groups R-2 and R-3. Substitute the
outdoorareas. following wording for the requirements in IBC sectiod(6.2:
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. Two percent, but not less than one, of each type of parking space
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provided for occupancies in Groups R-2 and R-3, which ater shall be the primary entry to the unit, shall comply wfta
requiredto have Ype A or ype B dwelling unitsshall be accessi requirementgor Type A orType B dwelling units, and shall have
ble. Where parking is provided within or beneath a building toilet facility.
accessiblgarking spaces shall albe provided within or beneath  (e) Elevator service to the lowest story with dwelling units.
the building. Whereelevator service in building provides an accessible route
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. only to the lowest story containing dwelling units, only the dwell
ing unitson that story are required to bgp€ A or Type B units.
Comm 62.1107 Accessible dwelling units. Substitute  (3) STE IMPRACTICALITY EXCEPTIONS Pursuant to ss. 101.132
thefollowing wording for the requirements and exception@  (2) (b) 4. and (c) 2., Stats., the owner may request a reduction in
section1107.5.4: accessibledwelling units dueto site impracticality through the
(1) NUMBERAND TYPEOFDWELLING UNITS. (&) Except as spec petitionfor variance procedures specified in ch. Comm Bhe
ified in subs. (2) and (3)ype A and Jpe B dwelling units com reductionmay not be lesthan 50 percent of the dwelling units
plying with ICC/ANSI A117.1 shall be provideth Group R-2 requiredto be accessible in sub. (2).

andR-3 occupancies in accordance with all of the following: ~ Note: Section 101.132 (2) (b) 4., Stats., reads as follows: “The department may

- . . . ranta variance or waiver from the requirements underghisgraph relating to
1. In buildings containing 3 or more dwelling units, all of th(gxterioraccessibility using the standards and procedures unddtpar

dwelling units shall be yipe A or ype B dwelling units. Note: Section 101.132 (2) (c) 2., Stats., reads as follows: “The depanmagnt
2. In occupancies of Group R-2 containing more than %{Dama variance from the requirements relating to exterior accessibility undémpar

: ; .or (b), or from administrative rules promulgated under @gr2., if theperson
dwe”mg units, at least 2 percent, but not less than 1, advredH- designing.constructing or remodeling the housing shows that meeting those require

ing units shall be aype A dwelling unit. mentsis impractical because of the terrain or unusual characteristics of the site. The
(b) For the purposes of calculating the numberW)‘eTA and department shall use a slope analysis of the undisturbed site for covered multifamily

; : g usingunder par(a) or the existing site for remodeling under. flay to determine
Type B dwelling units, structurally connected buildings as Speﬁe minimum number of accessible entrances at each site, with a minimum goal of

fied in IBC section 3104 and buildings separated by fire wallsterioraccessibility of 50% of the dwelling units of covered multifamily housing at
specifiedin IBC section 705 shall be considered one structureonesite. The department may impose specific conditions in granting a variance to

Note: Type A and Jpe B dwelling units specified in IBC sectioh(.5.4 have promoteexterior accessibility of the housing to persons with disabilities. If the
the same meaning as “covered multifamily housing” as defined in s. 101.132 (1) @qpa}rtmenfinds exterior site accessibility is impractical to all dwellings units at a
Stats. Section 101.132 (1) (d), Stats., reads as follows: * ‘Covered multifamily housité; it may grant a waiver from the requirements under(parl. or (b).”

ing’ means any of the following: History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
“1. Housing that is first ready for occupancy on or after October 1, 1993, eonsist
ing of 3 or more dwelling units if the housing has one or more elevators. Comm 62.1108 Unisex toilet and bathing rooms.

“2. Grade-level dwelling units, in housing without elevators, that are first rea : ; : : ;
for occupancy on o after October 1, 1993, consisting of 3 or more dweitay Yubstitutethe following wording for the requirements in IBC sec

(2) ExcerTions (a) Buildings without elevator service, ion 1108.2.1 and the exception: _ _
Whereno elevator service is provided withinbuilding, only (1) GENERAL. Exceptas specified in sub. (2), in recreational
thosestories specified in pars. (b) and (c) shall be provided witacilities where separate-sex bathing rooms are provided, an
dwelling units complying with Jpe A and Jpe B dwellingunits. ~ accessibleunisex bathing room shall be provided. Fixtures
The minimum number of §ipe A dwelling units shall be deter locatedwithin unisextoilet and bathing rooms shall be included
minedin accordance with sub. (1) (a) 2. Where no elevator servifedetermining the number of fixtures provided in an occupancy
is provided in a building, and the ground floor does not contain (2) ExcepTioN. Where each separate—daathing room has
dwelling units, only those dwelling units located on the lowesinly one shower or bathtub fixture, a unisex bathing room is not
floor containing dwelling units shall comply with the requirerequired.
mentsof this section. History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

(b) One story with type B unitsAt least one story containing
dwelling units shall be provided with @tcessible entrance from _Comm 62.1109 Emergency escape and rescue.
the exterior of the building. All entrances on the accessituey (1) SGNs. Substitute the following wording for the requirements
shallbe accessible. All dwelling units on that story shallygeeT in IBC section 109.1:
A or Type B dwelling units. (a) General. Except as specified in par (b), required accessible
(c) Additional stories with type B dwelling unit@n all other €lements shall be identified by the International Symbol of Acces
storiesthat have a building entrance in proximity to arrival pointsibility at the following locations:
intendedto serve units on that stoys indicated in subd. 1. and 1. Accessible passenger loading zones.
2., all dwelling units shall beype A or Type B dwelling units. 2. Accessible areas of refuge requirbyl IBC section
Whereno such arrival points arithin 50 feet of the entrance, the1103.2.13.5.
closestarrival point shall be used unless that arrival point serves 3 accessible roomsvhere multiple single-user toilet or

the story specified in pafo). _ bathingrooms are clustered at a single location.

1. Where the slopes dfie undisturbed site measured between 4 “Accessibleentrances where not all entrances are accessi
theplanned entrance and a#hicular or pedestrian arrival pointsy,,
within 50 feet of the planned entrance are 10 percent or less, all
dwelling units served by that entrance on that story shalype T
A or Type B dwelling units.

2. Where the slopes of the planned finished gragdasured ¢ -heck—out identification.
betweerthe entrance and all vehicularpedestrian arrival points . : .
within 50 feet of the planned entrance are 10 percent or less, all 8- Unisex toilet and bathing rooms.
dwelling units served by that entrance on that story shalype T 7. Accessible dressing, fitting, and locker rooms wherelhot
A or Type B dwelling units. suchrooms are accessible.

(d) Multistory dwelling units. 1. Multistory dwelling units () Exception. Accessible parking spaces requiretBC see
locatedin buildingswithout elevator service are not required tdion 1106 shall be identified with a sign complying with the aeces
comply with the requirements forype A or pe B dwelling sible parking sign requirements specified in saris 200.7.
units. (2) OTHERSIGNS. Substitute the following wording and infor

2. Where a multistory dwelling unit is located ifailding mational note for the introductory paragraph IBC section
with elevator service, the dwelling units on the story that is serv&t09.3: Signage providinglirectional information, information
by the elevatoshall comply with the requirements for g€ B aboutfunctional spacesr signage indicating special accessibil
dwelling unit. The story of the dwelling unit served by the elevaty provisions shall be provided as follows:

5. Accessible check—out aisles where not all aisles are-acces
sible. The sign, where provided, shall Bbove the check-out
aislein the same location as the check-out aisimber or type
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Note: Refer to s. 101.12%tats., for requirements for designating smoking areagvailableto the code dfcial upon request that the required fire—
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. resistance rating is maintained.

Comm 62.1203 Interior environment.  Substitutethe (3) FuLL-scALE TESTS. Substitute the following wording for
following wording for the requirements and exception in EE the requlrem.ents in IBC SeCthO?.g.‘l:‘ Res_ults of full-scale
tion 1203.1: Interior spaces intended for human occupsinaly ~fire tests, which reflect an end-use configuration and demonstrate
conformto the IMC. thatthe ACM system in its findlorm does not propagate flame

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. overthe surfacer through the core when exposed on the exterior
) ) faceto a fire source, shall be made available to the cdigabf
- Comm 62.1205 Court drainage. Substitute the follow uponrequest, for approval. Such testing shall be performed on the
ing wording and informational notier the requirements in IBC ACM system with the ACM in the maximum thickness intended
section1205.3.3: The bottom of every court shall be properfgr use.

gradedand drained. History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
Note: See ch. Comm 82 for requirements for storm water piping.
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. Comm 62.1505 Roof Covering classification. The

requirementsn Footnote a in IBC dble 1505.1. are not included
aspart of this code.
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

Comm 62.1209 Toilet rooms. These are department
rulesin addition to the requirements in IBC section 1209.5:

(1) Privacy AND AccEss. Every toilet room shall be enclosed
andseparated from other areas of the building in a manner that wilComm 62.1506 Roof covering materials.  Substitute
ensureprivacy of the users of the toilet rooms. Restriction dhefollowing wording for the requirements in IBC section 1506.3:
accesgo toilet rooms, such as by use of key locks or other similRioof covering materials shall conform to the applicaténdards
devices,is prohibited, except as provided in sub. (2). listedin IBC chapter 15.

(2) EXCEPTIONS. (a) Toilet rooms for a servicer fiIIing sta History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
tion that are accessed from the exterior may be key locked.

b) A self- ice fillinastation that h kev— 4 Comm 62.1603 Construction documents. (1) Live
(b) A self-service fillingstation that has a key- or card—6per, ,ns posTeD, Substitute the following wording for the require

3?{3{2%‘;&@62?gﬂ%\ﬂffe‘g’l?'scﬂ(;apegﬁi;’esg?owhha'f\?etlzgiIsétﬁ'ggn'}ﬁﬁ])entsin IBC section 1603.3: Where the live loads for which each
: ! ; or or portion thereof of a commercial or industrial building is
avallabégdulrlrlg the unatte_r?ded periods. h . lock or has been designed to exceed 100 pounds per square foot, such
H(igt)or _'ré%%o?l%‘;?gigt its?elreoterc%?nrpe? zrg‘glyNoa;’gngf'fV?fly_ OCZ’C S- designlive loads shall be conspicuously posted by the owner in
y: : 9 e : that part of each story which they apply using durable signs.
Comm 62.1403 Exterior walls. These are department!t shall be unlawful to remove or deface such notices.
rulesin addition to the requirements in IBC section 1403.3: (2) OccupaNcy PERMITS. The requirements in IBC section
(1) AIRBARRIERS. (@) Except as specified in sub. (2), a durab&603.4are not included as part of this code.
air retarder shall be provided when a building component OrHlstory: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

assemblyseparates interior conditioned spdicem an exterior Comm 62.1604 In—situ load tests.  Substitute the fol

wall system. - : ; - > )
. N owing wordingfor the requirements in IBC section 1604.6: The
(b) The air retarder shall be located on the interior side of thgj|ging official is authorizedo require an engineering analysis
wall insulation. ] _ o or a load test, or botlof any construction whenever there is reason
_ (2) ExcepTions. An air retarder is not required in the follow o question the safety of the construction for the intended-occu
ing locations: pancy.
(&) Where other approvemieans to avoid condensation and History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
frost within the wall assembly are provided. ]
(b) In plain or reinforced concrete exterior walls that are Comm 62.1607 ~Truck and bus garages. ~ Substitutehe
designecand constructed in accordance with IBC chapter 19. following wording for the requirements iBC section 1607.6:
Note: Although air retarders are to reduce transmission of water vapor by eonvddinimum live loads for garages having trucks or buses shall be as
tion (air movement), and vapor retarders are to reduce transmission of water vaggecifiedin IBC Table 1607.6, but shall not be less than 50 pounds

by diffusion, these functions may be combined in a single membrane. In practj
considerablymore moisture is transported by convection than Hysidn. '5 rsquare foot. Actual loads shall bged where they are greater

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. thanthe loads specified in the table.
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

Comm 62.1407 Aluminum composite materials.
(1) AppPROVAL. Substitute the following wording for the require _ Comm 62.1608 Snow loads. (1) GROUND SNOWLOAD.
mentsin IBC section 1407.5: Results of approved tests engh  Thisis a department alternative to the requirements in IBC section
neeringanalysis shall be made available to the coieiafupon 1608.2:
requesto verify compliance with the requirements of IBC chapter (a) A ground snow load @5 pounds per square foot may be
16 for wind loads. assumedor the south zone in Figure 62.16-1.

(2) FIRE-RESISTANCERATING. Substitute the following word (b) A ground snow load of 40 pounds per square foot may be
ing for the requirements in IBC section 1407.8: Where ACM sygssumedor the middle zone in Figure 62.16-1.
temsare used on exterior wallsquired to have a fire-resistance (c) A ground snow load 0 pounds per square foot may be
ratingin accordance witlBC section 704, evidence shall be madassumedor the north zone in Figure 62.16-1.
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Figure 62.16-1 (2) Snow EXPOSUREFACTOR. This is a department alternative
Ground Snow Load Zones to the requirements in IBC section 1608.3.1: A snow exposure
" factorof 1.0 may be used for any flat roof.
ﬁ‘{éf History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

Comm 62.1609 Determination of wind loads.  This is
a department alternative to the requirements in IBC section
1609.1.1: For buildings that meeitl of the following conditions,
wind loads may be determined by applying ofigble 6-2 in
ASCE 7-98:

(1) The total building volume is less than 50,000 cubic feet.

(2) The building height is less than 30 feet.

(3) The wind exposure is Category C.

(4) Roof overhangs ardesignedo resist an uplift load of at

least30 pounds per square foot.
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

Comm 62.1610 Soil lateral loads. Substitute the fel
lowing Table for IBC Bble 1610.1

Table 62.1610
Soil Lateral Load

Active ConditionP At-rest Conditiorf
Description of Backfill Material 2 CLlJnifit_egI S(_)il Design Lateral Sail Design Lateral Soil Load
assification Load psf Per Foot of Depth
psf Per Foot of Depth

Well-graded clean gravels; gravel & sand mixes GW 30 50
Poorly graded clean gravels; gravel & sand mixes GP 30 50
Silty gravel, poorly graded gravel & sand mixes GM 40 60
Clayey gravel, poorly graded gravel & clay mixes GC 45 65
Well-graded clean sand; gravel & sand mixes SW 30 50
Poorly graded clean sand; sand & gravel mixes SP 30 50
Silty sands, poorly graded sand & silt mixtures SM 45 65
Sand-silt—clay mix with plastic fines SM-SC 45 65
Clayey sand, poorly graded sand & clay mixes SC 60 100
Inorganic silts and clayey silts ML 45 100
Mixture of inomganic silt and clay ML-CL 60 100
Inorganic clays of medium plasticity CL 60 100
Organic silt and silty claylow plasticity oL d d

Inorganic clayey silt, elastic silt MH d d

Inorganic clays of high plasticity CH d d

Organic clays and ganic silty clay ocC d d

aThedefinition and classification of soil materials shall be in accordance with ASTM D 2487.

bwherewall is expected to deflect a minimum of 0.001 times the retained soil height. Design lateral soil loads are for moist conditions for the specified soil at typical specified
compacted densities. Actual field conditions shall govern. The lateral pressure of improperly drainedesljlamsaturated soils shall include the buoyant unit soil weight
times appropriate X plus the hydrostatic pressureqithe coeficient of active earth pressure.

¢ Where wall is expected to deflect less than 0.001 times the retained soil height. Design lateral soil loads are for moist conditions for the specified soil at typical specified
compacted densities. Actual field conditions shall govern. The lateral pressure of improperly drainedesijlamsaturated soils shall include the buoyant unit soil weight
times appropriate & plus the hydrostatic pressure, is the codfcient of earth pressure at rest.

d Unsuitable as backfill material.

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
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Comm 62.1612 Flood loads. Therequirements in IBC requirementsn IBC section 1715are not included as part of this

section1612 are not included as part of this code. code.
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
Comm 62.1614 Earthquake loads — general.  Substi Comm 62.1802 Foundation and soil investigation.
tutethe following wording for the requirements, matt the excep (1) GENERAL. Substitute the following wording for thequire
tions,in IBC section 1614.1: mentsin IBC section 1802.1: Foundation and soils investigations

(1) Everystructure, and portion thereof, shall as a minimunghall be conducted in conformance with IBC sections 1802.2

be designed andonstructed to resist thefefts of earthquake through1802.6. _ _ _

motionsand assigned Seismic Design Category as set forth in  (2) WHERE REQUIRED. Substitute thdollowing wording for
IBC section 1616.3. Structures determined to be in Seisnbit¢ requirements, but not the exception, in IBC secfi§02.2:
DesignCategory A, and thisllowing structures, need only cem The owner or applicant shall make a foundation and swilss

ply with the requirements in IBC section 1616.4. tigation available to the building 6i€ial, upon request, where
(a) Structures north of the 4% g contour line in IBC Figuréquiredin IBC sections 1802.2.1 through 1802.2.7.
1615(2). (3) QuesTiONABLESOIL. Substitute the following wordirigr

(b) Structures south of the 4% g contour line in IBC Figur&€ requirements inBC section 1802.2.1: Where the safe~sus
1615(2)that have a site class of A to C in IB@bTe 1615.1.1. tainingpower of the soil is in doubt, or where a load-bearing value

) Structures south of the 4%contour line in IBC Figure Superiorto that specified in this code is claimed, an investigation
16:(L5)(2)Which are classified as CaotcggcbWin IBC Table 1684.5 complying with the provisions of IBGections 1802.4 through
andwhich have a site class of D, E or F in IBable 1615.1.1, 1802.6shall be made. . . .

(2) Structuressouth of the 4% g contour lirie IBC Figure (4) ExpansivEsolLs. Substitute the followingvording for the
1615(2)which are classified as Category |, Il oriHIIBC Table ~equirementsn IBC section 1802.2.2: In areas likely have
1604.5and which have a site class of D, E or F in IB&blg €xPansivesoil, soil tests shall be conducted to determine where

1615.1.1shall comply with the applicable design requirements #Hchsoils do exist. _
IBC sections 1616 through 1623. History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. Comm 62.1805 Alternate setback and clearance

Comm 62.1615 Earthquake loads — site ground S_ub\fitigtg'éetg%.fog(ﬁ/ving;Norditrg)g fﬁr the(;eqluirements in IBCse'(it q
motion. These are department alternatives to the contour li -2.9: Allernate setbacks and ciearances are permitied,

shownin IBC Figures 1615(1) and (2): suibjectto the approval of the buildingfafial.

. . . History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
(1) The contour line in IBC Figure 1615(1) that extends
throughsouthern Rock, Alworth, and Kenosha Counties may be Comm 62.1807 Pier and pile foundations. (1) DEeri-
ignored. NITION OFNEUTRAL PLANE. This is a department definition in addi
(2) The 4% g contour line in IBC Figuré615(2) may be tion_to the definitions ir_1 IBC section 1807.1: NEUTRRLANE.
appliedas occurring in the location shown in Figure 62.16-2. A pile’s neutral plane ithe level at which drag load, accumulated
Figure 62.16-2 from the top down, added to the long-term static service load,
Alternate 4% g Contour Location equalsthe upward acting shaft resistaramgcumulated from the
D bottomup, added to the piktoe resistance.
/’?}}ﬂa (2) DowNDRAG. This is a departmemtle in addition to the
requirementsn IBC section 1807.2.1: Investigations and reports
for pier or pile foundations shall include analysis of whether
downdragis anticipated. Where downdrag is anticipated, the
reportshall include a determination of the position of the pile’
neutral plane, an estimate of the soil settlement at the neutral
plane,and a determination of the maximum load at the neutral
o plane.
(3) DETERMINATION OF ALLOWABLE LOADS. Substitute the fel
lowing wording for the requirements in IBC section 1807.2.8.1:
(a) The allowable axial anldteral loads on piers or piles shall
be determined by an approved formula, load tests or statity-
sis.
(b) The factor of safety to be used for pier or pile design shall
dependon the extent of field testing performexdverify capacity
(c) If the ultimate capacity is assessed solely by siatidysis,
aminimum factor of safety of 3.0 shall be applied to the ultimate
capacityto determine allowable load capacity
(d) If only static analysis and dynamic field testing are per
formed,a minimum factor of safety of 2.5 shall be applied to the
ultimate capacity to determine load capacity
(e) If one or more static load tests are performed, in addition
stony 170 - il to the analysis and tests described above, a minimum factor of
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. safetyof 2.0 shall be applied to the ultimate allowable capacity

Comm 62.1621 Component certification. The () A minimum factor of safety of 2.0 shall be used for occupi
requirementsn IBC section 1621.3.5 are not included as part @ble structures provided that alltbe conditions in pars. (a) to (e)
this code. aremet. A minimum factor of safetyf 1.5 may be used for non—

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. occupiablestructures, provided that the deep foundations are
requiredonly to control settlement, and it can temonstrated
Comm 62.1700 Structural tests and special inspec - thatdeep foundations are not required to prevent a bearing-capac
tions. The requirementén IBC chapter 17, except for theity failure.
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(4) Loap TESTS. This is a department alternative to theinderthe direct supervision of a registered design professional
requirementsn IBC section 1807.2.8.3: The ultimate capacity dinowledgeablén the field of soil mechanics and pile foundations.
the pile shall be defined as the load at which the averitgjeead History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
deflectionis defined by the following equation:

&= (PAE) + 0.15" + (B/120) Comm 62.1914 Shotcrete clearance. The exception in

IBC section 1914.4.2 is not included as part of this code.

Where: History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
= average pile head deflection, inches Comm 62.1916 Column approvals.  Substitute théol-
P = applied load, pounds lowing wording for the requirements in IBC sectid916.6..

[ = pile | h inch Details of column connections and splices shall be shop-fabri
= pile length, inches catedby approvedmethods and testing. Shop-fabricated-con
A = transformed pile area of pile (to steel) crete—filledpipe columns shall be inspecteddyepresentative of

— i the manufacturer at the plant.
E = modulus of elasticity (of steel) History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
B = outside diameter (or width) of pile, inches

The calculation shall be predicated on an assumed end-beafCoOmm 62.2101 Masonry construction materials.
ing condition. (1) CoNSTRUCTIONDOCUMENTS. The requirements in IBC section

(5) PILESIN SUBSIDINGAREAS. Substitute the following word 2101.3are not included as part of this code.
: : : - ; 2) FIREPLACE DRAWINGS. The requirements in IBC section
ing for the requ_lrements _'n IBC section 1897_12'1_ 21(()1).3.1are not included as part ofqthis code.

_ (@) Where piles are driven through subsiding fills or othef sub yistory: CcR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
siding strata and derive support from underlying firmer materials,
consideratiorshall be given to the doyvnward drag load that may Comm 62.2103 Cast stone masonry units.  These are
beimposed on the piles by the subsiding upper strata. departmentules in addition tahe requirements in IBC section
~ (b) Where the influence of subsiding fills is considered @103.3:
imposingloads on the pile, the allowable stresses specified in this(1) Caststone masonry units covered under this category are
chapterare permitted to be increasatiere satisfactory substan homogeneousr faced, dry cast concrete products other tuan
tiating data are submitted. ventionalconcrete masonry units (brick or block), but of similar

(c) The position of the pilse’neutral planshall be determined, size.

andthe settlement of the soil at the level of the neutral plane shall 2y caststone masonry units shall be made with portland

gggts;g?;gﬁg. SI\Z?I rggﬂgg%li%ae% in the pile, which occurs at tE@mt_ant,water and suitable mineral aggregates, with or without
History: CR (50—179: cr Register Decemt;er 2001 No. 552, eff. 7-1-02. admixturesand reinforced if rngred. L
(3) Caststone masonry units shall have a minimum compres
Comm 62.1808 Driven pile foundations . Substitute sive strength of 6500 psi and a maximum water absorption of 6%
the following wording for the requirements in IBGection wﬁentefstgg&s_l%;x i_'r.‘Ch gyllndfrszgglc#bigé 7100
1808.1.3: Any sudderdecrease in driving resistance of an end- istory: + crRegister December 0. 992, efl. :
supportedimber pile shall be investigated with regard to the pos Comm 62.2105 Masonry quality . The requirements in

sibility of damage. If the sudden decrease in driving resistangg~ caction 2105.1 are not included as part of this code
cannot be correlated to load-bearing data, the pile shall be g,y cr 00-179: cr Register December 2001 No. 52, eff. 7-1-02.

removedfor inspection orejected, or shall be assigned a reduced

Capaci'tycomm_ens_urate Wlth the loss of end-bearing in lieu of Comm 62.2108 Quality assurance provision. The
removingor rejecting the pile. requirementsn IBC section 2108.2 are not included as part of this
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. code.

. . History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
Comm  62.1809 Concrete pile foundations.

(1) DIMENSIONSFORDRILLED ORAUGEREDUNCASEDPILES. Subst Comm 62.2109 Empirical design of masonry
tute the following wording for the exception in IBC section(1) BEARING ON MASONRY. This is a department rule in addition
1809.3.2: The length of the pile igermitted to exceed 30 timesto the requirements in IBC section 2109.1: Lintels shall be consid
the diameteyprovided that the design and installation of the pileredstructural members and shiaé designed in accordance with
foundationis under the direct supervision of a registered desigine applicable provisions of IBC chapter 16.
professionaknowledgeable in the field of sailechanics and pile (2) OPenINGs. This is a departmentle in addition to the
foundations. requirementsn IBC section 2109.4.1: Unless evidence is pro
(2) DIMENSIONSFORDRIVEN UNCASEDPILES. Substitute the fel videdto show that openings do reztuse lateral stability and stress
lowing wording for the exception itBC section 1809.4.2: The requirementsto be exceeded, the amount of openings in a
lengthof the pile is permitted to exceed 30 times the dianater masonrywall shall not exceed the limits set forth imble
vided that the design and installatiaf the pile foundation is 62.2109-1.

Table 62.2109-1
Maximum Ratio of Laterally Unsupported Height or
Length to Thickness for Exterior Walls With Openings’

Percent of Openings at Any Horizontal
Type of Masonry Plane of Wall
20 40 60 Over 60
Single wythe walls of solid or grouted walls of solid units 20 16 12 Submit design
All other masonry 18 14 10 calculations

tThepercentage of openings shall be calculated for each 100 lineal feet of wall or portion thereof at any horizontal plane of wall.
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(3) JoinTINGg. These are department rules in addition to thmasonryto allow for expected growth of clay products and shrink
requirementsn IBC section 2109:

(a) Expansionand shrinkage.Joints commensurate with4at
eral stability requirements shalbe installed in all exterior videdat a spacing in compliance witlafile 62.2109-2.

ageof concrete products.

Table 62.2109-2
Maximum Spacing Of Exterior Masonry Movement Joints
Between Unestrained Endd (Feet)

(b) \ertical jointing. Vertical movement jointshall be pre

Openings (Pecent of Total Wall Ar ea)
Loading Type of 0to 20 Mor e than 20
Conditions Material Joint to Joint Joint to Corner Joint to Joint Joint to Corner
Load-bearing Clay units 140 70 100 50
Concrete units 60 30 40 20
Nonload—-bearing walls Clay units 100 50 60 40
Concrete units 50 25 30 20

TJointingrequired is a minimum and is not intended to prevent minor cracking. The distances given for maximum spacing of joints are for a single wall plane. For
composite walls, the maximum spacing of joints shall be governed by the masonry material type used in the exterior wythe.

Note: To accomplish the intended purpose, joints should be located at critical logdce closet or room that is provided with the supplies necessary for
tions, such as changes in buildihgights, changes in framing systems, columns bui f R
into exterior walls, major wall openings, and changes in materials. lfhe sanitary upkeep of the toilet rooms.

(c) Horizontal jointing. Where supports such as shelf angles (3) PERMANENT AND PORTABLE OUTDOOR TOILETS. (a) Gen-
or p|a’[es are required warry the Weight of masonry above th@l’aL Where local gOI’ldItIOﬂS or situations make it lmpractlcal to
foundation level, a pressure—relieving joint shall be provideinstallaprivate onsite wastewater treatment system, permanent or
betweerthe structural support arsshy masonry that occurs belowportableoutdoor toilets, or other sanitation systems or devices as
this level. The joint width shall be such as to prevent any loatscribedn ch. Comm 91, may be used, except as specified.in par
beingtransmitted from the support to any element directly helob).
All mortar and rigid materials shall be kept out of this joint. ThisNote: See chComm 83 for detailed requirements for private onsite wastewater
type of joint shall be provided at all such supports in a concreteatment systems.
framestructure where clay masonry is exposed to the weather (b) Exception. For places of employmefar more than 10 per
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. sons,schools lager than 2 rooms, and apartment houses, water—
flush toilets shall be provided, unless outdoor toilets or other sani
Comm 62.2208 Welding of structural steel. ~ Substi tation systems or devices are permitted in writing the
tute the following wording and informational note for tleguire  department.
ments in IBC section 2208.1: The detallslesign, workmanship ¢y permanent outdoor toiletsPermanent outdoor toilets,
andtechnique for welding, inspection of welding, and qualificaconsistingof composting toilet systemacinerating toilets, or
tions of welding operators shall conform to the requirements Gfrjvies shall comply with ch. Comm 91, €omm 62.1209, and

the specifications listed in IBC sections 2204, 2205, 2206 a#fis section.
22N?)Ze.' The rules pertaining to registration of structural welderspeeified in ch 1. A permanent outdoor toilet shall pH)Vide-dWith a suit
Comms. " ableapproach, such as a concrete, gravel, or cinder walk.

History: CR 00-179: cr. Register December 2001 No. 552, eff. 7-1-02. 2. All windows, ventilators, and other openings for perma
nentoutdoor toilets shall be screened to prevent the entrance of
Comm 62.2303 Truss design drawings.  The require flies, and all doors shall be self-closing.
mentsin IBC section 2303.4.1 are not included as part of this code. () portable outdoor toilets1. No portable outdoor toilet may
History: CR 00-179: crRegister December 2001 No. 552, eff. 7-1-02.  peerected or maintained within 50 feet of any well; within 10 feet
. . of the line of any street or public thoroughfare, unless vehicular
Comm 62.2304 Girder ends. This is a department rule yaffic has been )(;etoured w?]ile the porta%le toilet is in use; within

in addition to the requirements in IBC section 23024 5 feet of the property line between premises; or within 25d&et
moisturebarrier shall be provideletween an untreated or nondu g goor window or other outdoor opening of any building.

rsil?;g(\:/\éood girder and an exterior masonry or concrete bearing 2. A portable outdoor toilet shall be stabilized to prevent it
: from tipping over

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. X .
3. A portable outdoor toilet shall be locatsih an approach
Comm 62.2503 Gypsum board and plaster . The Suchthat access is unobstructed and fredroish, debris, and

requirementsn IBC section 2503.1 are not included as part of thiandingwater

code Note: Chapter Comm 91 contains requirements for storage chambers of portable
o . . toilets.
History: CR 00-179: crRegister December 2001 No. 552, eff. 7-1-02. Note: Chapters NR13 and NR 14 contain requirements for servicing portable
toilets.

Comm 62.2900 Additional criteria for ~toilets. These (4) EnclosureoF FIXTURES. (a) Wter closets and urinals
aredepartment rules in addition to the requirements in IBC-chaRjthin a toilet room shall be arranged to ensure privaexcept
ter 29: ) asprovided inpar (b), each water closet shall occupy a separate
(1) MAINTENANCE. Every toilet room and every part thereofcompartmentwith walls or partitions and a door enclosingfike
shallbe kept clean and in good repair turesto ensure privacy Urinals shall be placed against walls at
(2) Service sink. In every building where a service sink ideast6 feet 8 inches high arranged individually with or without
requiredby Table 2902.1, the service sink shall be located in-a sgartitions.
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(b) 1. Water closet compartments may be omitted in a singletimbwaiters,escalators, moving walks and their components
occupantoilet room having a door with a privacy lock. shall comply with ch. Comm 18.

2. Toilet rooms located in day—caa@d child—care facilities (3) CHANGE IN USE. Substitute the following wording for the
and containing two or more water closets may have one wateijuirementsn IBC section 3001.4: A change in use of an eleva

closetwithout an enclosing compartment. tor from freight to passengepassenger to freight, or from one
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. freight class to anothdreight class shall comply with ch. Comm
L 18.
Comm 62.2902  Plumbing fixtures. (1) MINIMUM NUM-  History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

BER OF FIXTURES. (@) Exception. This is a department exception ) o
to the requirements in IBC section 2902.1: Wherege thanone ~ Comm 62.3004 Hoistways. (1) VENTING. This is a
watercloset is required for males, urinals m@ysubstituted for departmentule in addltlon to th.e requirements in IBC section
up to 50 percent of the required number of water closets 3004.3: A ventilation opening in a hoistway wall, where fro
(b) Additional fixtues. These are department informationalided, shall have guards securely anchored to the supporting
notesto be used under IBC sections 2902.1 and 2902.2: structureinside the hoistwayThe guards shall consista wire—
Note: Additional plumbing fixtures may be required for employegshe U.S. _meShSCfee_n Of_ at least 0.0915_—|mﬁ_~':lm_eter steel wire with open
departmenbf labor occupational safety and health act (OSHA) regulations. ingsthat will reject a ball one-inch in diameter expanded metal

Note: Additional plumbing fixtures may be required by the department of healty-reenof equivalent strength and open area
andfamily services for restaurants, mobile home parks, camping grazardping . .
resortsrecreational camps and educational camps. (2) PLUMBING AND MECHANICAL SYSTEMS. Substitutethefol-

Note: Chapter Comm 90 also has requirements for minimum numbers of sanittowving wording for the exception in IBC section 3004.5: Floor

fixturesfor a public swimming pool, dsased on the pool area. For some building i i
the minimum number of sanitary fixtures determinedhiat manner may be Ger "drains,sumps and sump pumps shall be permitted at the base of

thanthe minimum number determined in accordance with this section. Compliarte shaft provided they are directly Conne_dmdhe storm or clear
with this section does not relieve an owner from complying with ch. Comm 90. waterdrain system. Connection to a sanitary system is prohibited.

(2) L AVATORIES FOR TOILET ROOMS. This is a department rule History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
in addition to the requirements in IBC section 2902.1: At least one
lavatoryshall be provided in each toilet room or in a sex—desi
natedlounge adjacent to the toilet room. If a multiple-use-lav
tory is provided, 24 lineal inches of wasimk, or 20 inches mea
sured along the edge of a circular basin will be consider
equivalentto one lavatory

(3) SIGNAGE FORTOILET ROOMS. This is a department rule in

Comm 62.3006 Machine rooms. (1) PRESSURIZATION.
hisis a department exception to the requirements in IBC section
006.3: An elevator machine room whiderves a pressurized
e(ﬂevatorhoistway and which is not directly connected to the-pres
surizedelevator shaft is not required to be pressurized.

(2) PrumBING sysTEMs. Substitute the following wording for
the requirements in IBC section 3006.6: Plumbing systems not

Z‘ﬁgff'&' Loegr;gnrae%ﬂrg;n @gﬁ%l'g Is?g%: ection 2902 2il&t rooms usedin connection with the operation thfe elevator may not be
' locatedin elevator equipment rooms.

(4_) PUB'—'C_ FACILITIES. This is a department altemative_ to the History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
requirementsn IBC section 2902.6: dilet roomsmay be omitted

in a small retail or mercantile building where all of thfowing Comm 62.3100 Assembly seating facilities.  This isa
requirementsre met: departmentule in addition to the requirements in IBC chagter
(@) No more than 25 occupants are accommodated. Everybleachergrandstand, or other assembly seating facility that
(b) Other restrooms are conveniently located and availablel$dntendedorimarily to support persons for the purpose of specta
the patrons and employees during all hours of operation. tor seating shall be inspected at least annudlty loose connec

o ; . ; tions and any defective or broken members shall be repaired
(c) The omission is approved in writing by tieeal unit of beforethe facility is used. All repairs and maintenance shal con

government. ¢ : .
. . orm with this code.
(d) A copy of the written approval from the local unitgefv- History: CR 00-179: cr Register December 2001 No. 552, eff, 7-1-02.
ernment is provided to ttaepartment or its authorized represen

tative upon request. Comm 62.3102 Blower equipment.  Substitute the fel
(5) LOCATION OF RESTAURANTTOILET ROOMS. This is a depart lowing wording for exception 2 in IBC section 3102.8.1.2: Blow
mentinformational note to be used under IBC section 2902.6:ersshall beprovided with inlet screens, belt guards and other pro
Note: Additional location requirements for restaurant toilet rooms may be appli¢éeCtive devices as required to provide protection from injury

by the department of health and family services. History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
(6) MERCANTILE TOILET ROOMS. This is a department rule in L
additionto the requirements in IBC section 2902.&il&t rooms Comm 62.3103 Temporary structures.  This is a

for customers in business and mercam'ﬂmupancies shall be departmenlrule in addltlon to the requirements in IBC S-eCtion
direcﬂy accessible to the Customerﬁither than accessible 3103: Under IBC sections 3103.1.1 and 31032, the l’equwements

through employee work areas. for permits and construction documents for temporary structures

: : : t the option of the local codefiofal.
(7) Pav FacILITIES. Substitute the followingvording for the &r€atth oo, , .
requirementsn IBC section 2902.6.2: All toilet facilities shak History: CR 00-179: crRegister December 2001 No. 552, eff. 7-1-02.

free of chage. Comm 62.3104 Pedestrian walkways and tunnels.
Note: Section 146.085, Stats., prohihitsaging a fee for the use of toilet facilities (1) SEPARATE STRUCTURES. Substitute the foIIowing wording for
andimposes a fine of $10 to $50 for violations. h . d PN IBC ion 3104.2: Buildi
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.  theérequirements and exception in section .2: Buildings

thatare connected in accordance with IBC section 3104 shall be

Comm 62.3001 Elevators. (1) ScopE. Substitute théol- ~ considered to be separate structures.
lowing wording for the requirements in IBC section 3001.1: This (2) ConTeNTs. The requirements in IBC section 3104.4 are
chaptergoverns the design, construction, installation, alteratigiotincluded as part of this code.
andrepair of elevators, dumbwaiters, escalators, moving walkglistory: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

andtheir components. Comm 62.3109 Swimming pool enclosures. Substi

_ (2) REFERENCEDSTANDARDS. Substitute the following word e the following informational note for the requirements in IBC
ing for the requirements in IBC section 3001.2: Except as-0thekction3109.

wise provided for in this code, the design, construction, installa yote: see ch. Comm 90 for requirements for swimming pool enclosures.
tion, alteration, repair and maintenance of elevators,History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

RegisterDecember 2001 No. 552
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Comm 62.3200 WISCONSINADMINISTRATIVE CODE 50
Comm 62.3200 Encroachments into the  public (b) Exception. When dwelling units are remodeled in housing
right-of-way. The requirements in IBC chapter 32 are navith 3 or more dwelling units, the dwelling units shall comply
includedas part of this code. with sub. (2). The term “remodeled” has the meaning given in

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. 101.132(1) (h), Stats., and the term “housing” has the meaning
. . givenin s. 106.50 (1) (L), Stats.
Comm 62.3300 Safeguards during construction. Note: Under section 101.132 (1) (h), Stats., “remodel” means to substantially
(1) GENERAL. Except for the requirementsIlBC sections 3302.1 improve,alte; extend or otherwise change the structura béilding or change the

and3303.5, the requirements in IBC chapter 33 are not indudgaationof exits,'but does not include maintenance, redecoration, reroofing er alter
jonof mechanical or electrical systems.

as part of this code. Note: Under section 106.50 (1) (L), Stats., “housing” mesmgsimproved prop
(2) PROTECTIONOE ADJOINING PROPERTY. This is a department erty, or any portion thereof, including a mobile home as defined in s. 66.0435 (1) (d)
informationalnote to be used under IBC chapter 33: or condominium, that is used or occupiedis intended , arranged or designed to be

. ; . usedor occupied, aa home or residence. “Housing” includes any vacant land that
Note: Sections 10111 (1) to (6), Stats., read as follows: “(1) DEFINITION. Ins offered for saleor rent for the construction or location thereon of any building,

this section ‘excavatomeans any owner of an interest in land making or causing @y ctureor portion thereof that is used or occupied, or is intended, arranged or

bemade an excavation. . designedo be used or occupied, as a home or residence.
(2) CAVE-IN-PREVENTION. Any excavator shall protebe excavation site

in stch a manner so as to preventstiéof adjoining property from caving in or set _ (2) ACCESSIBILITY REQUIREMENTS FOR REMODELED HOUSING

tling. Thesearedepartment rules in addition to the requirements in IBC
(3) LIABILITY FOR UNDERPINNING AND FOUNDATION EXTENSIONS.  section3408.5:

(a) If the excavation is made to a depth of 12 feet or less below grade, the excavator, . . .

may not be held liable for the expense of any necessary underpinnigeaision (a) Remodeled housingVhen housing with 3 or more dwell

of the foundations of buildings on adjoining properties. ing units is remodeled, thremodeling percentages specified in s.

(b) If the excavation is made to a depth in excess of 12 feet below graglecahe ; ;
vatorshall be liable for the expense of any necessary underpinning or extensior:\l'gf]"lsz(z) (b), Stats., shall be applied, and the remodeling shall

thefoundations of any adjoining buildings below the depth of 12 feet below grade®@Mply with the applicable portions of IBC chapteir. 1
The owners of adjoining buildingshall be liable for the expense of any necessary Note: Section 101.132 (2) (b), Stats., reads as follows: “1. If more than 50% of
underpinningor extension of the foundations of their buildings to the depth of 12 fetite interior square footage of any houswgh 3 or more dwelling units is to be
belowgrade. remodeledthe entire housing shall conform to the standards ir(g@garegardless of

(4) NOTICE. Unless waived by adjoining owners, at least 30 days prior to comhenthe housing was first intended for occupancy
mencingthe excavation the excavator shall nofifywriting, all owners of adjoining 2. If 25% to 50% of the interior square footage of any housing withn3ooe
buildings of his or her intention to excavate. The notice shall state that adjoiniagrelling units is to be remodeled, that part of the housing that is to be remshalied
buildingsmay require permanent protectionbhe owners of adjoining property shall conformto the standards in pag), regardless of when the housing was first intended
haveaccess to the excavation site for the purpose of protecting their buildings. for occupancy

(5) EMPLOYEES NOT LIABLE. No worker who ian employee of an excava 3. If less than 25% of the interior square footage of any housing with 3 or more
tor may be held liable for his or her emplogefailure to comply with this section. dwelling units is to be remodeled, the remodeling is not subject to the standards in

(6) FAILURE TO COMPLY; INJUNCTION. If any excavator fails to comply par.(a) unless the alteration involves work on doergrances, exits or toilet rooms,
with this sectionany aggrieved person may commence an action to obtain an or¢rewhich case the doors, entrances, exits or toilet rooms shall conform to the standards
underch. 213 difrec}i]ng s_uclh excaxator tfo clcf)mrfnly with this jection and rest_:aininghthspar (a) regardless of when the housing was first intended for occupancy
excavatorfrom further violation thereof. If the aggrieved person prevails in the PR ; ; P
action, he or she shall be reimbursed fdl his orgr?er costg and di%bursements (b) R.meo.deled buﬂdmgs w!th.multlple OCCUpa.nC[ESEXCEpt .
togethemwith such actual attorney fees as may be approved by the court.” _aSSpe_le|Ed n _SUbd_- 2., if a building th_at haS_mL_JltIp|e occupancies

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. including housingwith 3 or more dwelling units is remodeled, an

accessibleroute shall be provided to the remodelddellin
Comm 62.3400 Existing structures. (1) EXCLUSIONS. pits. P g

The retqluirfrgegts in IBtC ?(teﬁtionsd3401 to 348807 and 3409 2. An accessible route to the remodeled area is not required,

arenot included as part of this code. if the cost to provide the accessible route exceeds 20 percent of the
(2) CoMMUNITY-BASED RESIDENTIAL FACILITIES SERVING200R  costof the alteration, as specified in IBC section 3408.6.

FEWERUNRELATEDRESIDENTS. This is a department rule in addition  (3) py srrorm LIFTs. Substitute the following wording for the

to therequirementén IBC chapter 34: Where an existing buildingeqyirementsn IBC section 3408.7.2: Platform lifts complying

or portion thereof izonverted to a community—based residentigl;ith ch. Comm 18 shall be permittedasomponent of an acees
facility serving 20 or fewer residents who are redéated to the gipje route.

operatoror administratarthe building or portion thereof shi  pistory: R 00-179: crRegister December 2001 No. 552, eff. 7-1-02.
classifiedas Group R-4. The building or portion thereof shall

comply with the provisions of this codiat are applicable to a  Comm 62.3500 Referenced standards. (1) Substitute

GroupR~-4 occupancy the following NFFA standards fothe corresponding standards
History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. listed in IBC chapter 35: NR® 13-1999, 13R-1999, and
72-1999.

Comm 62.3406 Historic buildings. Substitute the fel . i . ) .
lowing wordingfor the requirements in IBC section 3406.1: The (2) Thisis a department rule in addition to the requirements in
construction repair alteration, addition, restoration, movementlBC chapter 35:The following NFA standard is hereby incorpo
andchange obccupancy of historic structures shall comply wittiatedby reference into this code: N&R50-1996.
ch.Comm 70. History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.

History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02. .
Comm 62.3600 Appendices. (1) ExcLusions. The pro

Comm 62.3408 Accessibility for existing buildings. visions in IBC Appendices A, B, and D to J are not included as part
(1) Scope Substitute the following wording for the requirementsf this code.
andexception in IBC section 3408.1: (2) ApPenDIXC. Theprovisions in IBC Appendix C apply to

(a) General. Except as specified in pgb), the requirements Group U agricultural buildings, as described in IBC section
in IBC sections 3408.2 to 3408.7.14 apply to maintenance, chai@id1.1, that are not exempt from this code as outlined in ss.
of occupancy additions and alterations to existing buildingsComm61.01 and 61.02 (2) and (3).
including those identified as historic buildings. History: CR 00-179: cr Register December 2001 No. 552, eff. 7-1-02.
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